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IRON GATES AND RAILINGS. 


HE superiority of iron to every other material for the manufacture of Gates is widely known and acknowledged, 

and Gates of iron have long been used in preference to all others. The many fine examples of wrought or 
forged iron Gates to be seen in the suburbs of London and throughout England and the Continent prove that the old 
metal workers had thoroughly mastered one mode of producing works of art ; but had they possessed the facilities 
placed in our hands by modern inventions, they would, doubtless, have abandoned their one mode for those 
methods which enable us to produce works equalling in beauty of form and detail all old examples, while excelling 


them in strength and durability. 


It is frequently affirmed that no modern Gates have been produced to equal-in delicacy of workmanship and 
artistic form the specimens of old wrought or forged iron gates still extant. This is, we think, a popular error, and 
arises from the fact that the majority of modern gates, from which the comparison with the old gates is made, are 


manvfactured in such a manner, and under such circumstanées, as to preclude the possibility of their becoming, in 


any sense of the word, works of art. 


Gates can be produced equalling in artistic form and delicacy of workmanship all that has yet been done ; to 
produce such gates there must be, however, an intimate and practical acquaintance with the varying properties and 


uses of cast iron, wrought or forged iron, and malleable cast iron. 


Great objections are constantly made by some art professors to the employment of cast iron, it being urged 
by them that no skill is needed in the production of works from this material, and that it does not, therefore, afford 
the scope for individual talent and feeling which the production of works in wrought or forged iron does. When, 
however, due consideration is given to the proper mode of producing castings, this opinion will, we think, be 


condemned. 
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To produce a casting which shall be rightly regarded as a work of art, it is necessary, in the first place, that 
it should be designed with true artistic feeling, and with a thorough knowledge of the susceptibilities and capabilities 
of the metal to be employed : ignorance on the latter point will render vain all endeavours to produce a work of 
art; for all the skill of the designer may be frustrated in the process of cooling, unless due consideration has, in the 
design, been given to the effects of this process, and such provisions made as shall ensure the preservation of form 


and feature in every detail. 


When the work has been designed it is necessary that it should be produced in wood, and that by a skilful 
carver, who, besides having artistic feeling, possesses such a knowledge of the manner of producing the casting as 
shall enable him, in carving his model, to secure exactitude of form and proportion in the casting to be made from it. 
‘When, however, it is considered that, in too many cases, men possessing only the qualifications of ordinary carpenters 
are employed to model or carve for the founders, no wonder that the Metropolis and most of our large cities teem 
with castings degrading to the tastes of the people, and standing as examples of what an age of competition can da 


in the destruction of art feeling. 


After the model has been produced in wood it is necessary that skilful moulders should be employed to work 


the impression in the sand so as to ensure the “ coming up,” as it is termed, of every detail of the work when cast. It 


is a popular idea that the model has but to be pressed into the sand, and the impression left will be sufficient to 
give the proper form to the casting; but it is not so: the moulder’s office is no sinecure—he has to clear out, 
sharpen, and often deepen the impression ; this has to be done with great care, and with due knowledge of the work 
tobe produced. Other details have also to be considered: the nature and quality of the sand employed, which will 
greatly affect the clearness and sharpness of the casting, and the smoothness of its flat surfaces ; the brands of iron 
to be used, employing for fine and delicate ornamentation a different mixture of brands from that needed where 
strength and stability only are demanded. The proper melting of the iron, the various modes of freeing it from 
impurities, the temperature at which it should be poured, have all to be fully considered and managed to make the 


casting produced a work of art, 


This brief description will give some idea of the endeavours needed to produce an “ art casting,” and, we 


trust, will show thet when all the points enumerated have received their due and careful consideration, a casting 
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thus produced is as justly to be regarded a work of art as the finest specimen of hand-worked wrought or 


forged iron. 


One fact is often overlooked by the advocates of the exclusive use of wrought or forged iron, viz., that cast 
iron is not so subject to the rusting and wearing influences of time as is wrought iron. The examples preserved of 
old forged work are, as a rule, covered over by scales caused by rust, or are eaten away by the same stealthy and 
destructive force. Cast iron yields much more slowly, and for this reason is to be preferred for all external work, 


although for some descriptions of internal work wrought iron should be adopted even though its cost be greater. 


The use of cast iron in ornamentation is therefore advocated, but its exclusive use in works intended to com- 


bine decoration with utility is condemned. 


In gates the ornamental portions should be chiefly in cast iron, but the frames, which have to bear the whole 


brunt and strain of working, should always be in wrought or forged iron, The frequent mode of making gates 


entirely of cast iron, by casting each gate in one piece, is to be condemned as unsound in theory and worthless in 
practice. By the proper combination of cast and wrought, or forged iron, can alone he produced a work which, 


while artistic in design and feeling, is also thoroughly useful and durable. 


The modern production of malleable cast iron gives greater scope to the designer, without injuring the 
strength of the work. By the process employed the iron is, after casting, rendered so malleable and ductile as to 
be capable of bending or twisting, and of successfully resisting the strongest blows ; it is, therefore, used greatly in 


the production of ornamentation too light and delicate to be rendered in ordinary cast iron. 


By the proper and skilful employment of these three different kinds of iron: cast iron, wrought or forged 
iron, and malleable cast iron, gates can be produced equalling in artistic form and feeling any of the old forged 


gates, while excelling them in strength, durability, and cost of production. 


In the Gates illustrated in this work, and described on the following pages, such a combination of these 


varieties of the same metal has been employed as will secure all that is necessary to the perfection of this class of 
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work, and while these general principles of construction have been carefully regarded the minor details have 
received their due consideration. In all parts subjected to friction gun-metal is employed, and where surfaces are 


exposed to wearing influences steel or case-hardened iron of the best quality is used. In the locks, copper and 


gun-metal are introduced to prevent choking from rust, and to secure ease in working. The modes of hanging, 


fastening, and holding the gates are all the best that can be devised, and have been adopted to secure the production 


of perfect work. 


The preceding remarks as to the proper use of the different classes of iron in the production of gates will 
apply with equal force to the manufacture of railings, and the descriptions given of the railings illustrated herein 


will show that they are exactly similar in principles of design and construction. 


While submitting the following sketches as samples of what has been and can be done in the designing and 
construction of iron gates ahd railings, we wish it to be remembered that these form only a portion of a large 
collection of original designs, the whole of which can be seen at our Works: and we also wish to state that, 
employing designers and modellers of known ability, we are at all times prepared to produce fresh designs 
and models to meet the differing tastes of gentlemen, or to suit the peculiar requirements of their houses 


and estates. 


ST. PANCRAS [RON:-WORK COMPANY. 


Lonnon, Movember, 1870: 
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SWING GATE of wrought or forged iron, with vertical bars to prevent dogs from wy 


getting through, catch, hangings for iron pillars, &c. Size, g feet wide, 4 feet high cae ee 


ROUND PILLARS of cast iron, with bases for fixing to stone .. ... per es 


Coe 
- SWING GATE of wrought or forged iron, with scrolls to top bar, catch, hangings 7 


iron pillars, &c. Size, 9 feet wide, 4 feet 6 inches high 


/ 
OCTAGONAL PILLARS of cast iron, with bases for fixing to stone... per pair Wie 


. SWING GATE of wrought or forged iron, with strong circular braces, scrolls on top Gy. 


catch, hangings for iron pillars, &c. Size, 9 feet wide, 4 feet 6 inches high ... 


A 
OCTAGONAL PILLARS, extra large, of cast iron, with bases for fixing to $b 
stone ene. a “en Cohn are ee Te he) od per pair Z) 


. SWING GATE of wrought or forged iron, with strong double braces, ornamental wot 9" 


centres, catch, hangings for brick or stone piers, &c. Size, 9 feet wide, 4 feet high 


. PAIR OF GATES of wrought or forged iron, with double braces, vertical bars to 2 / 


prevent dogs from getting through, lock and sham, hangings for iron pillars, &c, Size, 9 


feet wide, 4 feet 6 inches high Ew aa 
ROUND PILLARS of cast iron, with bases for fixing to stone ... 


RAILING of wrought or forged iron to correspond with upper portion of gates 


per foot run 
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31. PAIR OF GATES of wrought or forged iron, with extra strong vertical bars pointed at 
top to prevent climbing over, strong diagonal braces, lock and sham, hangings for iron If, 


pillars, &c. Size, g feet 6 inches wide, 5 feet high aig as 
OCTAGONAL PILLARS of cast iron, with bases for fixing to stone... per pair til, 
tf 
a 


UNCLIMBABLE RAILING of wrought or forged iron to correspond with gates Wr 


per foot run 


No. 17. PAIR OF GATES of cast and wrought or forged iron, with strong circular braces, 
ornamental heads to vertical bars, lock and sham, hangings for iron pillars, kc. Size, 9 tor 7 = 


wide, 4 feet 6 inches high 


ROUND PILLARS of cast iron, with bases for fixing to stone... ... per pair YG/y 


RAILING of cast and wrought or forged iron to correspond with gates, prepared for 
“- 
fixing to stone coping 4... see eee see ete eee 0 ote wee Swe peer foot run 


b 


No. 32. PAIR OF GATES of cast and wrought or forged iron, with strong diagonal ee f 


ornamental heads to vertical bars, lock and sham, hangings for iron pillars, &c. Size, g feet 


wide, 4 feet 6 inches high fe) Ag «esd, “aga es aaa eee aoe cee. 
. 


a 
ROUND PILLARS of cast iron, with bases for fixing to stone ... ... per pair WG fs 
No. 28. SWING GATE of wrought or Tees iron, with strong circular brace, vertical bars to As 
prevent dogs from getting through, catch, hangings for brick or stone piers, &c. Size, 9 feet U0 G 


wide, 4 feet 6 inches high Une gan Goat. | oaks SNS und ol Lae ean ae rt eae ea 4 


vertical bars to prevent dogs from getting through, lock and sham, hangings for brick or 


No. 29. PAIR OF GATES of cast and wrought or forged iron, strongly framed and braced, with Vy 
V4 : 


stone piers, &c. Size, 9 feet 6 inches wide, 5 feet high ea 
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No, 15. PAIR OF GATES of cast and wrought or forged iron, doubly braced, with eZ 
ha 


diagonal braces, ornamental heads to vertical bars, lock and sham, hangings for iron pillars, 


&e. Size, 9 feet wide, 4 feet 6 inches high Ba gece FS eee ee ese Vee crc 
FLUTED PILLARS of cast iron, with bases for fixing to stone a3 per pair Yh, 


RAILING of cast and wrought or forged iron to correspond with gates, but with dog 


bars, prepared for fixing to stone coping =... 9... se © ss se 0 wee | ws- “per foot run 


No. 18. PAIR OF GATES of cast and wrought or forged iron, with extra strong frames, dog YU 
2 ) 
bars to prevent dogs from getting through, ornamental heads to’ vertical bars, lock and 


sham, hangings for iron pillars, &c. Size, 9 feet wide, 4 feet 6 inches high 
FLUTED PILLARS of cast iron, with bases for fixing to stone as per par lif. 


RAILING of cast and wrought or forged iron to correspond with gates, prepared for “% 


seo seveyonees Fo ho eeg her mp oo) om ee re Se EEE 


No. 68. SWING GATE with diagonal braces, ornamental scroll centre and top and spiked bottom Mb jf 


bar, all of wrought or forged iron, latch, hangings for iron pilasters, kc. Size, 9 feet wide, is 


5 feet high ... Z 


PILASTERS, braced, with finial tops and ornamental scroll panelling, all of wrought WYfy, 


(heaisswsrtcbitio en tin or te con aye en) ee I i A to per pair 


SIDE GATE to match Swing Gate, all of wrought or forged iron. Size, 4 feet wide, Ly 


atte ge eae ee A a fe er ag 


No. 69. PAIR OF GATES with strong frames and double diagonal braces, ornamental scroll HU, 
centres, corners, and top rail, all of wrought or forged iron, lock and sham, hangings for iron Fa 


pilasters, &c. Size, 10 feet wide, 5 feet high sco es. eee see tee ae 


VEE 
PILASTERS, braced, with finial tops and ornamental scroll panelling, all of wrought Vi 


or forged iron airy mere POR KTS | Mie nde et is ha per pair 
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No. 33. PAIR OF GATES of cast and wrought or forged iron, with strong frames; diagonal tl: ly: 
braces, dog bars with rounded heads, main bars with ornamental heads, lock and sham¢ 2) oa 


hangings for brick or stone piers, &c. Size, 9 feet 6 inches wide, 5 feet 6 inches high 


PAIR OF GATES of cast and wrought or forged iron, with strong frames, dog bars, te, 
Lh 

ornamental heads to vertical bars, circular space for inserting crest or monogram, lock and 

sham, hangings for brick or stone piers, &c. 


Monogram or Crest extra. 


PAIR OF GATES of cast iron, with ornamental gallery at top and bottom and inter- 
mediate space of twisted and molded bars, top bar formed with spikes, lock and sham, 


hangings for brick or stone piers, &c. Size, 9 feet 6 inches wide, 5 feet 6 inches high 


RAILING of wrought or forged iron, with standards to let into stone coping per foot run OW 


bar, lock and sham, hangings for brick or stone piers, &c. Size, 9 feet 6 inches wide, 5 feet 


7 
PAIR OF GATES of cast iron, of ornamental design, with molded frames, spiked top ie 


6 inches high coe ot porte tis aan 


RAILING of cast iron, with standards for letting into stone coping +++ per foot run gG 


PAIR OF GATES of cast and wrought or forged iron, with strong frames, ornamental YW 


bottom panel and centre gallery, vertical bars with ornamental heads and collars, lock and 


sham, hangings for brick or stone piers, &c. Size, 9 feet 6 inches wide, 6 feet high 


ornamented at junction of bars, lock and sham, hangings for brick or stone piers, &c. Size, 9 


PAIR OF GATES of cast iron, with richly ornamented upper panel, lower panel Y é 
Vy 


feet 6 inches wide, 5 feet 6 inches BIG MuerarsiLathszsi> esis ak ETNA Stn ee ey 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 
Vk 


dog bars to prevent dogs from getting through, ornamental heads to vertical bars, lock and 


sham, hangings for brick or stone piers, &c. Size, 9 feet 6 inches wide, 6 feet 6 inches high 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 


Ce 
double centre rails, dog bars to prevent, dogs from getting through, ornamental heads v4 aes 


vertical bars, lock and sham, hangings for brick or stone piers, &c. Size, 9 feet 6 inche 


wide, 6 feet 6 inches high Seopa See MretNn gerne | aka Mads, = eM atte 


» PAIR OF GATES ofcast and wrought or forged iron, with strongly constructed anes 
double centce rails filled in with enriched panelling, spear head dog bars to prevent dogs FF oy hae 
from getting through, vertical bars with molded spear heads, ornamental collars and scroll 

decoration under top rail, lock and sham, hangings for brick or stone piers, &c. Size, 9 feet 


Ovitiches -widess7 feehOvinches hich sewsin ses) tess imeeese nessun Guster 


LAMPS with ornamental scroll supporters for fixing to caps of piers 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 
double top and centre rails and spiked bottom rails, dog bars to prevent dogs from getting yy) Yj, 
through, vertical bars with molded heads; and shafts ornamented between double rails, lock ora 


and sham, hangings for brick or stone piers, &c. Co Stas. cra CEN | Aretbtere 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 

double centre rails filled in with scroll panelling, enrened lower panels, upper panels with 43, Ys) 
vertical bars ornamented at top and bottom, scroll centres and corners, surmounted by i 
elegantly designed top panels, lock and sham, hangings for brick or stone piers, &c. Size, 


10 feet wide, g feet high ieckapagdess Belesh: Oma Saag rt teen cca aas 


i} 
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PAIR OF GATES of cast iron, of Gothic design, with molded frames, elegantly a eee ag 
and richly carved panels and cresting, lower portion of panels spiked to prevent dogs from a 
getting through, lock and sham, hangings for brick or stone piers, &c. Size, 9 feet 6 inches 


wide, 7 feet 6 inches high Ren Ere ance me ty. agin mamhoe Smtr 


PAIR OF GATES of cast iron, of Gothic design, with elegantly designed and richly “yf 


carved panels, quatrefoil centres and ornamented cresting, the lower portion of panels spiked 
to prevent dogs from getting through, lock and sham, hangings for brick or stone piers, &c. 


Size, 10 feet wide, 7 feet high fre) 8 Ro ee a 5a Vinckoime chon eera 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 
spiked dog bars to prevent dogs from getting through, molded heads and scroll ornaments 4 
to vertical bars, and enriched centres to upper portion of gates for the insertion of crest or 


monogram, lock and sham, hangings for brick or stone piers, &c. Size, 9 feet 6 inches wide, 


Mem csighiteitce ties AeA eer hp eth tS ee tte. Acco ochre ha 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 


double centre rails filled in with scroll panelling, elegantly designed and richly carved upper WW, 


and lower panels and decorated scroll tops, all executed in the best manner, lock and sham, 


hangings for iron piers, &c. Size, 10 feet wide, 10 feet high sen aes gee | oes 


PAIR OF PIERS, square, of cast and wrought or forged iron, with “See 
Of fee 
gee 


designed and richly carved panels and tops to correspond with design of gates, prepare 


for fixing on stone bases, and fitted to receive hangings of gates .. 0 6. ses ues 


PAIR OF GATES ofcast, wrought or forged, and malleable cast iron, designed and 


constructed to show the successful application and combination of these three varieties of the 


yp 


same metal; strongly constructed frames, elegantly designed and richly carved panels, with 


light and delicate ornamentation in imitation of old forged metal work, the whole produced 
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and finished in the highest style; lock and sham, hangings for brick or stone piers, &c. Size, 


Foifetimides 7 feet:Oinchesphighys 561 ar. \ cshu @ age unas) cece aoe oey 7 ee eoaee 


PAIR OF GATES of cast, wrought or forged, and malleable cast iron, designed and 
constructed to show the successful application and combination of these three varieties of-the 
same metal ; strongly constructed double frames, elegantly designed and richly carved panels, 
with light and delicate ornamentation in imitation of old forged metal work, the whole 


produced and finished in the highest style ; lock and sham, hangings for brick or stone piers, 


&c. Size, 10 feet wide, 7 feet high osiV Taner) Ukiyss: Mitte May ae Mivane tes oes es 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 
double top, centre and bottom rails filled in with richly carved ornamentation, vertical bars 
with spear heads, molded collars and husks, upper panels with openings for monogram or 
crest, the whole strongly constructed and well produced, all the details being elaborately 
worked so as to give a rich and massive appearance to the gates; lock and sham, hangings 
for brick or stone piers, &c. Size, 11 feet wide, 10 feet 6 inches high ... 4. 0. wy 


Crest or monogram extra. 


RAILING of cast and wrought or forged iron, spear heads of vertical bars to 


correspond with those of gates see aes 990, Seo tees aes wey © wee, PEL fOOt run 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 
spear head dog bars to prevent dogs from getting through, ornamental vertical bars, upper 
panels with scroll ornaments and centre spaces for crest or monogram, elegantly designed 
and richly carved top, the whole constructed and finished in the best style, lock and sham, 
hangings for iron piers, &c. Size, 10 feet 6 inches wide, 14 feethigh ...  .1. es 


Crest or monogram ‘extra. 


SIDE GATES of cast and wrought or forged iron, with main vertical bars, dog bars 
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and centre spaces to correspond with main gates; lock, hangings for iron piers, &c. Size, wags 
feet 6 inches wide, 11 feet high rao! An sete CRE th Cate non Udo heoeeesceet 
Crest or monogram extra. 


PAIR OF PIERS, square, in cast and wrought or forged iron, with elegantly 6b/-/- 
designed and richly carved panelling and finial tops, prepared for fixing to Stone bases and 
Hilcctormeeeive Hane Mes io! Gates’ ose, | uct cece, obs? Wass Sle. oun oye Sa 


Lamps extra. 


No. 45. PAIR OF GATES, PILASTERS, AND ARCH of cast and wrought or forged iron, 
with strongly constructed frames, elegantly designed and richly carved scroll panels, the 
gates fitted with lock and sham and with hangings for pilasters, the pilasters prepared for 
hangings of gates and fitted for building into brick or stone piers, the arch fitted to pilasters 
and prepared at top with scroll supporters to receive shield displaying family arms, the 
whole constructed and finished in the best style. Size of gate opening, Io feet wide, 14 feet 


high ... 


No. 2 


a 


PAIR OF GATES of cast and wrought or forged iron, with strongly constructed frames, 


double centre rails filled in with scroll panelling, elegantly designed, richly carved and 


(Pras 


Vy 


elaborately ornamented upper and lower panels and top, upper panels with shields for 
displaying family arms, the whole strongly formed, well fitted and highly finished in all its 
details, so as to be in design and construction an example of the successful application and 
combination of cast and wrought or forged iron; lock and sham, hangings for brick or stone 


piers, &c. Size, 10 feet 6 inches wide, 11 feet 6 inches high 


No. 43. PAIR OF GATES in cast and wrought or forged iron, designed in imitation of old 


hand forged iron gates, and constructed to show the successful application and combination / 


MW, 


of cast and wrought or forged iron; strongly constructed double frames, double top, centre 


and lower rails filled in with ornamental panelling, lower panels elegantly designed and richly 
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carved, upper panels with centre shields for displaying family arms; the whole strongly 
formed, well fitted and highly finished in all its details ; lock and sham, hangings for brick 


or stone work, &c. Size, 11 feet wide, 14 feet high 


PAIR OF GATES, PILASTERS AND ARCH, of cast and wrought or forged iron, 


designed in imitation of old hand forged ironwork, and constructed to show the successful 
application and combination of cast and wrought or forged iron; gates with strongly 
constructed frames, double bottom rails, enriched main vertical bars, spear head dog bars, 
centre spaces in upper panels for crest or family arms, lock and sham, hangings for pilasters, 
&c. ; pilasters with strongly constructed and braced frames prepared for fixing to stone bases, 
elegantly designed and richly carved panels, &c.; dwarf pilasters for fixing on walls ; arch 
strongly formed, fitted to pilasters, and provided with shield for displaying family arms—the 
whole well formed, fitted and finished in all its details. Size of gate opening, 10 feet wide, 


FEASTS Saba BH Gre re Mae ae 


RAILING of cast and wrought or forged iron, strongly constructed, elegantly designed, Wf 
(> 


richly carved and highly finished, prepared for fixing in stone work .,..__...._per foot run 


PAIR OF GATES, PILASTERS AND ARCH, of cast and wrought or forged iron, 
designed in imitation of old hand forged ironwork, and constructed to show the eiceertal 
application and combination of cast and wrought or forged iron; gates with strongly 
constructed framés, double centre rails, dwarf dog bars spiked to prevent dogs from getting MO) 
through, lock and sham, hangings for iron pilasters, &c. ; pilasters with strongly constructed 
and braced frames prepared for fixing to stone bases, elegantly designed and richly carved 
panels, and fitted to receive gates and railing ; arch, richly ornamented, strongly constructed 
and fitted to pilasters—the whole artistically designed, carefully worked, and highly finished 


in all its details. Size of gate opening, 12 feet wide, 14 feet high Eipyee chen wo. iy 


RAILING of cast and wrought or forged iron, strongly framed, and with dog bars to 
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prevent dogs from getting through; main and dog bars prepared for fixing in "Yb 
5 


coping Be enn asco Gestion zat kav eer eset aan hota ite +. per foot run 


HAND GATE of cast and wrought or forged iron, with strongly constructed frame, 


double top and bottom rail filled in with scroll ornamentation, spear head top bar, lock, 


hangings for brick or stone work, &c. Size, 3 feet 6 inches wide, 5 feet high 


HAND GATE of cast and wrought or forged iron, with strongly constructed frame, dog GG 


bars to prevent dogs from getting through, spear head vertical bars, lock, hangings for iron Y 


pillars, &c. Size, 3 feet 6 inches wide, 5 feet 6 inches high ... 


‘ / 
FLUTED PILLARS of cast iron with ornamented heads, bases for fixing to H : 
/0 


SONG EC pat br cia Uae Poul a eae civ a feoe USUI == per pair 


RAILING of cast and wrought or forged iron, with dog bars, spear heads, &c., to ‘A 


le 
correspond with gate, prepared for fixing on stone Coping... ... 4... per foot run 7 


2. HAND GATE of cast and wrought or forged iron, with strongly constructed frame, double 


middle rail fitted in with panelling, dog bars to prevent dogs from getting through, ornamented hey 


heads to vertical bars, lock, hangings for brick or stone work, &c. Size, 3 feet 6 inches wide, 


GHesm ia ha srreMamec CMe st) hit ots 


HAND GATE of cast and wrought or forged iron, with strongly constructed frame, dog’ va 


bars to prevent dogs from getting through, ornamented heads to vertical bars, lock, hangings “b/g 


for brick or stone work, &c. Size, 4 feet wide, 7 feet iia deen & Aer een es ue / 


HAND OR SIDE GATE of cast and wrought or forged iron, to correspond with pair of B 
gates, No. 46, page 39; strongly constructed frame, dog bars to prevent dogs from getting 5, wz (‘Bee 
through, molded heads and scroll ornaments to vertical bars, lock, hangings for brick or sone / 


work, &e. Size, 4 feet wide, 8 feet high ... 
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RAILING of cast, wrought or forged, and malleable cast iron, designed in imitation of old 
hand forged iron work, and constructed to show the successful application and combination 


of these three varieties of the same metal ; framing, standards and panelling strongly- 


constructed, richly carved and elaborately finished, all details thoroughly and carefully 


worked, and the whole fitted and completed in the highest style of art metal-work. 10 feet Wi / 


Hig hivels..ith (As Viasee prints: Paks oy tse” Meet ome Ae ea + per foot ru 


RAILING of cast, wrought or forged, and malleable cast iron, designed in imitation of old 
hand forged iron work, and constructed to show the successful application and combination 
of these three varieties of the same metal; framing strongly constructed, panelling and 
standards elegantly designed, richly carved and elaborately finished, all the delicate ornamen- 
tation carefully and artistically rendered, and the whole produced and completed in the 
highest style of art-workmanship, affording an example of the combination of beauty of form 
with thorough strength and durability. 


10 feet high . per foot run, 


RAILING of cast, wrought or forged, and malleable cast iron, with strongly constructed 
standards and horizontal rails, elegantly designed and richly carved ornamentation, produced 


and finished in the best style; standards and bars prepared for fixing in stone or brick wo Ye 
per foot ru 


2 feet 6 inches high Ae ey ere tie ee 


RAILING of cast, wrought or forged, and malleable cast iron, with strongly constructed 


standards and horizontal rails, elegantly designed and richly carved ornamentation, produced 


SIL 


and finished in the best style ; standards and bars prepared for fixing in stone or brick work. We 


2 feet 6 inches high ae te pain a aig oy per foot run 


RAILING of cast iron, elegantly designed and richly carved, fitted and prepared for fixing 


on stone coping. 2 feet 8 inches high per foot run 


(g 


A 


RAILING of cast iron, of Gothic design, with elegantly formed and richly carved panels, 
strongly constructed standards, &c, ; fitted and prepared for fixing on stone coping. 3 feet Jb = 


6 inches high Lie heme eke ty a id ag teat eer ass Me tes per toOb Tun 


RAILING of cast, wrought or forged, and malleable cast iron, elegantly designed, strongly 
constructed, richly carved, and finished in the highest style of art-workmanship, all me 
delicate portions of the ornamentation being carefully and thoroughly elaborated ; standards! 


prepared for fixing on stone coping. 10 feethigh .. o.. «+ + ++ per foot run 


RAILING of cast, wrought or forged, and malleable cast iron, elegantly designed, strongly 
constructed, richly carved, and finished in the highest style of art-workmanship, all the delicate 
portions of the ornamentation being carefully and' thoroughly elaborated ; standards prepared by 2 


for fixing on stone coping. 10feethigh ...  ..  e.  ee see eee eee per foot run 


RAILING of cast and wrought or forged iron with massive standards, extra strong vertical 
and horizontal bars, richly carved heads to standards and vertical bars, the whole strongly 4Uyy, 


formed and well finished ; prepared for fixing on iron coping. 5 feethigh ... per foot run 
C / 


COPING, extra strong, of cast iron, formed to receive lower ends of vertical bars and 


SEE l Ss re Soca OS a ee i ky © pine en ae ae ee iamilergit 


RAILING of cast and wrought or forged iron, to correspond with gates No. 46, page 39, 
and No. 48, page 51, with spear heads, scroll ornaments and molded collars to vertical bars, /Yf, 
and spikes for fixing into stone coping; prepared and fitted for fixing into stone coping. 


5 feet 6 inches high Ae tie a «per foot run 


for fixing on stone coping. 2 feethigh ... 


«+ per foot run 


DWARF RAILING of cast iron, designed for placing on top of wall, fitted and ne $f 


ST. PANCRAS IRON-WORK COMPANY, OLD SAINT PANCRAS ROAD, LONDON, N.W. 


RAILING of cast iron, of Gothic design, formed in panels and braced ; fitted and ete 


for fixing in stone coping. 3 feet 6 inches high per foot rui 


RAILING, of cast and wrought or forged iron, with vertical bars fixed in lower horizontal 


rail and standard, prepared for fixing in stone coping, 5 feet 6 inches high ... per foot run 


RAILING of cast and wrought or forged iron, with vertical bars fixed in lower horizontal 


rail and standard prepared for fixing in stone coping. 4 feet 6 inches high ... per foot run Y 


RAILING of wrought or forged iron, with vertical bars and standards prepared for fixing in ws Tf 
stone coping. 3feet6incheshigh ...  ...  .., 9. ss (een ‘eee, eae), PEP foot run dv 


RAILING of cast and wrought or forged iron, with vertical bars and standards prepared aye 


Hxing in droni copine, wed sect Hig Tiere cle te mel test Mtn tes per foot run 


railing 


COPING of cast iron, for 9 inch wall, prepared to receive bars and standards "%G 


per foot ru 


RAILING of cast and wrought or forged iron, with vertical bars and standards prepared for ee 


6 
fixing in iron coping. 3 feet 9 incheshigh .., 9 1s. 0 sss sue, ane ae per foot run Yh 


COPING of cast iron, for 9 inch walls, prepared to receive bars and standards Y 


railing PRM Cy See eae Dre Nett: mth Gane) ee eas pee iGatiigh 


RAILING of cast and wrought or forged iron, with vertical bars and standards prepared 
for fixing in iron coping. 3 feet Gincheshigh ... 1. 0. see ees per foot nb 


RAILING of cast and wrought or forged iron, with dog and main bars fixed’in lower 
Ki 


horizontal rail, and standards prepared for fixing in stone coping. 5 feet 6 inches high 


per foot run 


ST, PANCRAS IRON-WORK COMPANY, OLD SAINT PANCRAS ROAD, LONDON, N.W. 


Jo. 71. RAILING of cast and wrought or forged iron, with dog and main bars fixed in he, 


horizontal rail, and standards prepared for fixing in stone coping. 4 feet 6 inches high 


per foot run 


2. RAILING of wrought or forged iron with dog and main pers and standards prepared for 
fixing in stone coping. 3 feet Gincheshigh ... wes aes see per foot nun 


RAILING of cast and wrought or forged iron, with dog and main bars, and standards we 


pared for fixing iniron coping. 4 feethigh ...  «- + per foot run 


COPING of cast iron, for 9 inch wall, prepared to receive bars and standards a 


railing Sas ced Ecorse Nese Gear oyeudteoMit ssh neste rca 0 tcsay ‘PEl’ foot tin 


RAILING of cast and wrought or forged iron, with dog and main bars, and standards pre- 
pared for fixing in iron coping. 3 feet 9 inches high Soe hGese, Uae Wrong le setae ef 


‘ 


COPING of cast iron, for 9 inch wall, prepared to receive bars and standards of 
+ per foot ws 


STS ek!) comet Geet iee Sig, ene i, Lee 


RAILING of cast and wrought or forged iron, with dog and main bars, and standards Ws 


prepared for fixing in iron coping. 3 feet 6incheshigh ... ... ...  .. per foot tun 


Memo.—Gates Nos. 10, 16, 26, 27 and 28 can be made self-closing at a small extra cost 


BRICK AND STONE PIERS—Prices furnished for the erection of these when desired. 


SPECIAL ESTIMATES FOR LARGE QUANTITIES. 
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ST. PANCRAS IRON-WORK COMPANY, 


QLD SAINT PANCRAS .ROAD, 
* LONDON, N.W. — 


+ 


MANUFACTURERS OF 


STAB igs F Dit rae N GS 


IN WROUGHT AND IN CAST-IRON. 
ENAMELLED MANGERS, 
HARNESS FITTINGS, &ec, 


IMPROVED FITTINGS 


FOR 


COW-HOUSES AND 


PIGGERIES. 


- : . 
CONSERVATORIES 
IN IRON AND GLASS, 
AND IN IRON, GLASS, AND WOOD. 
é VINERIES, 
PINE AND MELON PITS, Xe. 


4 


LR ON. WAS ES, 
FOUNTAINS, 


FLOWER STAGES, &e. 


¥ 


HOT WATER APPARATUS, 
s FOR HEATING * 


TR OUNG GESU BED LBS, 
WITH PATENT COLLAR PARS. 


FE NC N'G, (TRE E  Giu A R)DeS; 
FIELD GATES, Xe, 


SGOTT’S GLASS WALLS 


AND 


ECONOMIC GREENHOUSES, 


VERANDAHS, 
BALCONIES, BALCONETTES, 

IRON, STAIRCASES, 
PORCHES, ’ 
RAILANGS, &e. 


TOMB 


IRON HOUSES, 
STORES, 
BARNS, ROOFS,, Xe. 


FIREPROOF SAFES AND DOORS, 
PARTY WALL DOORS, 
SWING AND SLIDING DOORS, &c. 


CONSERVATORIES, CHURCHES, PUBLIC BUILDINGS, &e. 


IRON WORK OF EVERY DESCRIPTION. 


. 


For furthér Particulars apply personally, or by Posi, for 


“SYNOPSIS OF 


MANUFACTURES.” 


a 


ST. PANCRAS IRON-WORK COMPANY, 


OLD SAINT PANCRAS ROAD, 
LONDON, N.W. 


. 
A VISIT IS RESPECTFULLY REQUESTED TO THE 


Sepiwey tO ht ONG: 


Erected at St. Pancras Iron Works, where can be seen every variety of 


- 
INTERNAL FITTINGS. . PAVING. | HARNESS FITTINGS. 
FEEDING ARRANGEMENTS. DRAINAGE. | LIGHTING. 
VENTILATION. WATER SUPPLY. | HEATING. 


“The St. Pancras Iron-Work Company have done a clever thing, and a useful thing.’"—Builder, 30th July. 
“On entering the impression given is that exactly of a fifteen-stall Stable.”—Architect, 16th July. 
“In this Stable are shown, in the most perfect manner, all the varied improyements, &c.”—e/ie!d, 6th August. 
“We strongly recommendfall our friends to pay the Company a wisit.”"—Land and Water, 23rd July. ® 
“ This latest effort of the Company deseryes our warmest commendations,” —Sporting Gasetfe, 20th August. 
“From a personal inspection we can bear testimony to the general eflicacy, &c.”—Bell"s Life, 20th August. 
“Modern Improvements invented, and so extensively manufactured by the Company.” —Sportsman, 18th August. 
# ‘ Those who are about to build are recommended to inspect this Stable.” —Court Journal, 13th August. 
“The improvements instituted by this Company deserve more than a passing recognition.” —Court Circular, 13th August, 
“Feeling assured that they will be highly gratified with the visit.”"—Builders’ Weekly Reporter, 2oth August. 
‘ 


~ 


~~ 
Bound in Cloth, Price 1s. 6d., or Post free for Twenty Stamps, 


STABLES AND STABLE FITTINGS; 


A TREATISE ON THE BEST METHODS OF “CONSTRUCTING AND FITTING UP STABLES. 


“A series of short Essays practically written.” Sporting Life, 13th August. 
“These subjects have been treated by a master-hand.”—Sfortsman, 18th August. 
“Many useful instructions are conyeyed."—Court Journal, 13th August. 
“Tacludes a considerable amount of useful information.” —Builder, 27th Augist. 
“A very useful book.” —Bell’s Life, 20th August. 

“Tt abounds in useful information 


=Tronmonyer, 30th September. 

“ ibed i 4 nf 

All are described in the most clear and lucid manner,”—Builders' Weebly Reporter, 2oth August. 
“Full of practical suggestions." —Avchitect, 20th August. 1 


“Contains some undeniably ‘ good wrinkles.’ "—Court Circular, 13th August, 


